
(Coin Meter 
Signal)

J9

System Computer

J6

To Coin Mech Harness

USB

5.1 Audio Amp PCB

PCI USB Port

DVI Port

Audio Front
(Green)

Audio Rear
(Blue)

Audio 
Center/Subwoofer

(Pink)

Front 
Audio In

Rear 
Audio In

Ctr/Sub 
Audio In

Front 
Speakers

Center/
Subwoofer 

Rear 
Speakers

To Cabinet Center 
Speaker

To Subwoofer

To Seat Right Speaker

To LCD 
Monitor

To Seat Left Speaker

To Gas Pot

To Brake Pot

To 4-Speed Shifter

Motherboard USB 
Port

USB Game Dongle
Dongle

Seat Assembly

Pedal Assembly

J8

J10

Power In

Main I/O Harness
Part # 115-0146-01

PCI USB Port

Force-Feedback PCB
PN: COEM-GCE-H2P5A

USB
PN: USB-AB06MM

J1 (XPOS  YPOS)
PN: 115-0005-02

To Steering Pot

PN: 115-0007-01
PWR IN

+24 VDC  Power 
Supply

PN: 115-0006-01
J10 Motor Ctrl In to 

Steering Motor

To Power Strip

Control Panel

+5/+12 VDC 
and GND
from Power Supply

+5/+12 VDC
to Audio Amp

GVR I/O Mini 
PCB

+5/+12 VDC In

PN: 115-0152-01

To Operator Button Harness

PN: 115-0203-01

PN: 115-0145-01

Ethernet Port
To Ethernet 
Port on Power 
Plate

To Brake Light

PN: 115-0205-01PN: 115-0204-01

J11

PN: 115-0201-01

J7 To Control Panel Buttons

To START Lamp

To Front_Out 
on Audio Amp

PN: 115-0208-01

A

B

A

B

To Power Connector on Main 
I/O Harness

To PN: 115-0201-01

PN: 115-0211-01

PN: 115-0215-01

To Leader Light

To Front Speakers

Not 
Used

PCI USB Port To Players' 
Card  Reader

PN: 115-0211-01

Not 
Used

Spare

NASCAR Team Racing 
Standard Cabinet Simplified I/O 
Wiring Diagram
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